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Principle of Operation 

Commercially available atomic clocks work on the hyperfine transition electron spin flip principle. Radiating 

the outer valence electron of an atom or ion with microwave energy at a specific frequency changes the 

electron spin quantum number. Because the transition only occurs over an extremely 

narrow  bandwidth,  the hyperfine transition is used to create extremely precise frequency and time 

references.  

Choosing the Correct Atomic System Clock 
 
Hydrogen, cesium or rubidium—how do you choose the right solution for your application? While there are 
many considerations, monthly aging and Allan deviation are the two primary performance differentiators.  

 

   

 

 

  Atomic system clocks define the unit second and the 

time of the day. These clocks achieve the tightest 

stabilities and accuracies of any commercial time or 

frequency references. Previously, they were only used 

by national research and metrology labs. Today, they 

are widely deployed to meet the demands for 

increasing tighter synchronization for multiple 

industries and to address Global Navigation Satellite 

System (GNSS) denial concerns 
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Metrology and Time Keeping 

• Cesium references and hydrogen masers 
• Turnkey timescale solutions 
• Create UTC-traceable time with your atomic clocks 

 

Radio Astronomy 

• Hydrogen masers for Very Long Baseline Interferometry (VLBI) to synchronize 
globally distributed antennas and provide unprecedented resolution of deep 
space  

GNSS Ground Station 

• Hydrogen masers and cesium references generate stable time bases at the 
Position, Navigation and Time (PNT) cores that are distributed to users and 
determine location accuracy  

Defense 

• Clocks for extended frequency and phase holdover in GNSS-denied environments 
• Low Allan deviation rubidium instruments for Satcom applications 

Data Centers 

• Cesium and rubidium products that minimize clock uncertainties across globally 
distributed applications to increase transaction speed, efficiency and data 
integrity  

Telecommunications 

• Stratum 1 time and frequency references for network cores 
• Cesium references that enable continuous operation during GNSS outages 
• ITU G.811.1 and 8272.1 compliance 
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Rackmount Rubidium Instrument  

 

 

 

 
Active Hydrogen Maser  

 

 

 

 

5071B Cesium 
Frequency Standard 

• Successor to 5071A 
• ≤ 5E-13 frequency 

accuracy, including all 
defined environmental 
conditions 

• ≤ 1E-14 Allan deviation 
floor 

• No deterministic long-
term drift 

• Battery backup for 
short-term power 
interruptions 

5071A Cesium 
Frequency Standard 

• ≤ 5E-13 frequency 
accuracy, including all 
defined environmental 
conditions 

• ≤ 1E-14 Allan deviation 
floor 

• No deterministic long-
term drift 

• Battery backup for 
short-term power 
interruptions 

CSIII 4310B Cesium 
Frequency Standard 

• Smallest cesium 
frequency reference 
available on market in 
a 2U form factor 

• ≤ 1E-12 frequency 
accuracy for all defined 
environmental 
conditions 

• ≤ 5E-14 Allan deviation 
floor 

• No deterministic long-
term drift 

Time Cesium PRS-4400 
and PRS-4500 

• Autonomous stratum 1 
reference for telecom 
applications 

• Front access ETSI shelf: 
PRS-4400  

• Rear access ANSI shelf: 
PRS-4500  

• Outputs: E1, T1, 2048 
kHz per G.703, 10 
MHz, 1.544 MHz and 
composites  

8040C High-Precision 
Frequcney Reference 

• ≤ 5E-11 monthly aging 
• Up to 12 configurable 1 PPS and 1, 5 and 10 MHz sinewave or TTL 50 Ω outputs 
• AC input 
• Remote monitoring and control 
• 1 PPS disciplining from externally supplied GNSS receiver  

MHM-2020 Active 
Hydrogen Maser 

 f  

• < 8.5E-14 Alan Deviation at 1 second (ULN Model) 
• < 3E-16/day (typical, after three months) with drift compensation software and 

cavity autotuning 
• Telemetry monitoring via touchscreen and secure Ethernet 
• Dedicated keypad or USB/serial port (secure) allows flexibility in instrument control 
• Low hydrogen usage for extended maintenance-free operation and demonstrated 

lifetime of greater than 20 years 
• Internal Time-of-Day clock for telemetry data timestamping 
• 1 PPS synchronization option for precise calibration to GNSS 
• Multiple 1 PPS and RF output options (5, 10 or 100 MHz) 
• Low phase noise option 
• Battery backup 
• CE compliant  
• Upgrade available for MHM-2010 to MHM-2020 
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